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1.	ALL WORK MUST BE INSPECTED PRIOR TO BACKFILL ALL WORK MUST BE INSPECTED PRIOR TO BACKFILL 2.	MINIMUM DISTANCE BETWEEN TAPS-30" WITH A MINIMUM 5  STAGGER MINIMUM DISTANCE BETWEEN TAPS-30" WITH A MINIMUM 5° STAGGER3.	NO TAPS WITHIN 30" FROM THE END OF PIPE  NO TAPS WITHIN 30" FROM THE END OF PIPE  4.	ALL SERVICE TAPS ARE TO BE DONE WITH A TAPPING MACHINE APPROVED ALL SERVICE TAPS ARE TO BE DONE WITH A TAPPING MACHINE APPROVED BY SUMMIT WATER DISTRIBUTION COMPANY  5.	TEFLON TAPE REQUIRED ON ALL TAPS  TEFLON TAPE REQUIRED ON ALL TAPS  6.	MINIMUM DEPTH FOR WATER SERVICE TO BE MINIMUM 4'-6", MAXIMUM MINIMUM DEPTH FOR WATER SERVICE TO BE MINIMUM 4'-6", MAXIMUM 5'-0"  7.	NO GALVANIZED STEEL PIPE ALLOWED  NO GALVANIZED STEEL PIPE ALLOWED  8.	PIPELINE CONTRACTOR TO INSTALL SERVICE LINE 8' TO 10' BEHIND CURB PIPELINE CONTRACTOR TO INSTALL SERVICE LINE 8' TO 10' BEHIND CURB & GUTTER. 9.	FOR HDPE, SERVICE CONNECTIONS SHALL USE ELECTROFUSION CORP FOR HDPE, SERVICE CONNECTIONS SHALL USE ELECTROFUSION CORP SADDLES 10.	SAND BEDDING MATERIAL SHALL BE 6" BELOW AND 18" ABOVE THE PIPE SAND BEDDING MATERIAL SHALL BE 6" BELOW AND 18" ABOVE THE PIPE 11.	WATER LOCATION TAPE SHALL BE INSTALLED 3'-0" ABOVE THE PIPE WATER LOCATION TAPE SHALL BE INSTALLED 3'-0" ABOVE THE PIPE 12.	CORP STOP AND CURB STOP VALVES SHALL BE LOCATED BY GPS OR CORP STOP AND CURB STOP VALVES SHALL BE LOCATED BY GPS OR SURVEY GRADE EQUIPMENT. DATA COLLECTION TO BE COORDINATED WITH SWDC INSPECTOR.
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